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RS06: EXCLUSIVE FEATURES

Compact in size, packed with performance and features,RIPPA's Stand-on
Compact Loader conquers the toughest of tasks yet is nimble enough to get
in tight spaces.

KUBOTA D1105 ENGINE, LOAD-SENSING LOAD-SENSING
RATED POWER 18.2KW PISTON PUMP MULTI-SECTION VALVE
(24.4HP) _ _

- Flow rates of 112.5 L/min - Automatically adjust flow and
- High-Efficiency power output pressare

_ - Keep the hydraulic system - Responsive handling with

- Low fuel consumption stable smooth multi-tasking.
- Low noise & vibration - i

- Smooth operation, excellent - Less heating, longer lifespan

compound action

- Eco-friendly and fuel-saving,
reducing overall operating
costs
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KEY FEATURES
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Kubota D1105 engine, rated
at 18.2 kW (24 .4 HP), deliv-
ers strong power with low
fuel consumption, reliable
performance, and easy main-
tenance.

Hydraulic pump directly con-
nected to the engine reduces
maintenance.

The bucket features vertical lift
capability, allowing it to reach
higher and farther than competi-
tors' arms.

The maximum dump height is
1550mm, and the maximum load
capacity is 600kg.

1475kg(3252 Ib) combined with
80L/min 21.1gpm auxiliary hy-
draulic flow make for a power-
ful and productive compact util-
ity skid steer loader.

The 230mm wide track design
makes it more suitable for con-
struction sites, minimizing ground
damage to the greatest extent.

Best-in-class travel speed of
6.5 km/h (4.04 mph).
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OPERATOR CONTROLS
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»

»

»

The operation panel is the
control and information
center of the entire machine,
integrating operation, moni-
toring and safety to ensure
efficient and reliable opera-
tion.

Pilot operating handle - light
and precise hydraulic control

The attachment operating
lever provides precise hy-
draulic control, enabling effi-
cient and flexible operation
of various attachments.

Provides hydraulic power for
various attachments.
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The footrest can be flipped
up and is equipped with a pin
for connecting and hinged
parts. It can be fixed and
rotated flexibly, which is con-
venient for disassembly, as-
sembly and maintenance.

The flip-up design allows for
quick access to key compo-
nents like the engine and hy-
draulic system.

It is convenient to find and
deal with problems in time,
reduce downtime losses and
ensure construction progress.
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RELIABILITY & SERVICE

KEY FEATURES

»

»

»

»

»

»

»

The quick-change device can
quickly and safely switch be-
tween various attachments

Regular inspection, lubrica-
tion and rust prevention
maintenance can significant-
ly extend its service life.

The radiator ensures that the
engine and hydraulic system
operate stably at a safe tem-
perature through efficient
cooling.

It is convenient for regular
cleaning and maintenance to
ensure ventilation effect.

The rear counterweight ad-

justs the machine's center of

gravity to enhance stability
(preventing tail lift).

The anti-overturning perfor-
mance is stronger, and it can
stably carry and lift heavier
materials.

Maintenance time is reduced
with permanently sealed and
lubricated track rollers, and
with the grease type track
tension system.
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DETAILED PARAMETER CONFIGURATION

Basic performance parameter

Machine working weight 1475kg 3252lb
Bucket capacity 0.16m* 5.7f*
Rated load mass (safe load) 300kg 661.4lb
Maximum load mass 600kg 1322 8lb
Travel speed low/high speed 0-3/0-6. 5km/h 0-1.9/0-4mph
Gradeability 28% 28%

Ground pressure 32.5kpa 4 Tpsi
Maximum unloading height 1550mm 61.2in
Maximum loading height 2530mm 99.7in
Maximum unloading distance 645mm 254in
Minimum ground clearance 163mm B.4in

Body

Transport length - with bucket (mm) 2710mm

Transport length - without bucket (mm) 2220mm
Transport width (mm) 1150mm
Transport height {mm) 1522mm
Bucket width {(mm) 1150mm

Engine
Engine brand Kubota Kubota
Engine model D1105 D1105
Maximum horsepower 24 8hp 28ps
Maximum power 18.2kw 18 . 2kw
Maximum speed 3000rpm 3000rpm
Displacement 1.123L 0.297gal
Mumber of cylinders 3 3
Cooling method Water cooling Water cooling
Engine oil change amount 4L 1.057gal
Fuel form Diesel Diesel

Fuel grade 0/-10 0/-10
Theoretical fuel consumption 1.3-1.5L/h 0.211-0.317gal

Hydraulic system

Main pump type/model Plunger Pump HP3VO45LATDS 01SR-_VS1C12N00
Main pump brand Hytek

Multi-way valve brand Hytek

Multi-way valve Load sensing multi-way valve

Travel motor brand

Unit: mm

Shandong Rippa Machinery Group Co., Ltd.
Address: No. 39, Guang'an Road, Liuhang Sub-district Office, High-tech Zone, Jining City, Shandong Province.
Some specifications are based on engineering measurements and may differ from actual conditions. Specifications are for comparison purposes only and R

are subject to change without notice.Specifications of individual RIPPA devices may vary due to normal variations in design, manufacturing, operating condi-

tions and other faclors. Some images of RIPPA devices are not limited to landard packages. R I P P A
A



